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TECHNICAL DETAILS

ELECTRICAL / ENVIRONMENTAL

Operating Ambient Temperature

Storage Temperature

Voltage ~230V - 50Hz -
MNominal Powers 150W - 300W - 600W - BOOW
- Power Tolera nce t_3_'_53§_
B insulation Class Class 1
Type of Actuator (regulator) Capillary thermostat 16A 230V 100.000 cycles
. Heating Element PTC heater -
npe O°C -:- 50°C

-20°C -:- BO™C

Max Humidity Level

85% at 25"C (without condensation)

WATER TEMPERATURE REGULATION PERFORMANCE

Type of Regulation

Water Temperature Setting Range I

ON | OFF (towel rail water temperature regulation)
Electromechanical switch - bimetallic thermostat

5°C 5K - 70" Cx5K

Switching Differential

~7TK

USER INTERFACE

Local Interface

Knob symbols/scale: numbers {1-9)

LED ON indicates that the appliance is under voitage (independently from the functioning of
heating element - EN 60335 standard requirement).

LED colour: Blue

PLASTIC ENCLOSURE

Material | Blend (ABS + PC) - VO
Finishing White RAL 9016 - glossy finish ChrﬂmeqLr:r?f_-_i_:_cjl_ll_zf__ld_]__-_g_ilj:_f-{.}r finish
Enc1ﬂsureEe_grEE n.f_;'-"rﬂtectinn 1P2a B B
E;;ﬁc Enclosure Size 55::_90:3[)

Mechanical Construction

The heating element is completely integrated into the plastic box which contains the
Water Regulation Thermostat. It Is not possible to disassemble the heater from the
plastic enclosure.

CABLE AND SUPPLY CONNECTION

Material

The appliance is intended to be permanently connected to domestic power supply. IMPORTANT: The
presence of an omnipolar switch from the power supply is required and must be incorporated into the fixed
wiring. The omnipolar switches must be directly connected to the power supply terminals and must have a
contact distance of at least 2 mm in each pole. Check that the electricity supply system is connected through
an MCB [Magnetothermic Circuit Break) and RCCB (residual current circuit breaker) devices.

Cable _T_w_,r_ge_- a_ng Section

Cable l.en__g;h
Plug

PVC HOSVV-F f G3xD.75mm?
200mm of white sleeve + SOmm end stripped part

Mo Plug
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Foob for water N o RO 5 5 55%
lemperghure 1l i
= - okl i
REFERENCE STANDARDS FOR CONSTRUCTION AND Q') pax §7 PHE R
- INSULATION CLASS | ELECTRICAL TESTING: CEI EN 60335-1 .
= EXIT CABLE: PVT CABLE 30 (WITHOUT PLUG) 950mm LONG YELLOW CREEN
- [egree of protection provided by enclosure: IPXe
rmi;i Fegires = KNOB SYMBOLS Regulation position
PRODLCT (00F  JESCRIPTION foge (1 POWER (W) [folerance |1 inmi icn2 or e
%% i S - 70 b-5'0
RCYSYMOBI00  MOESILS CHROME 150w (L1 30 b-35% B0 S -
HOSVME0000 MBS CHROME oWl P30 B0 f-3%e B0 7 9:-8:-7-6:-5+4-3:-2+1
CSVMEN00 MBS RO SOW LI 30 B0 -3 90 2
FOYSYM0B0000  [MOEBILS CHROME 800w [L1 [0 Eﬂu -5 S0
JCYSVIMISO000  MCEBILS CHROME S00W (L1 %0 0 s B0 RS
APPLICATION = For heating elements witbout feeding plug, there must be o device whith assures distennechion from

- Heating element only for use in g fowel rail filled with water or water ond giycol mixture.
« Nssently - the heater nust be assemted vertically from the bottom o the fop of the fowel rol
= 0o not oiter gny of the faclory fitted slectric romeclions. The subsfitufion of eletric comecions & not odmtted.
= In the ¢ase of nny damgge to the elechnic comechions, the heater must be sent back to the sppleer or to its quality service,

fhe ne, with o 3nm opening dstoace of fhe confacts
~ Residued current cinguit bregier (RCCD) should be fitted i Line with the cument EE requlstions,
- Mpimem hegting element surfice temperohire 10T
- |n-imstollohion: oiter discomecting the product must not be rewsed, Reploce fhe product with g rew one



