
WI-FI SMART TRV USER MANUAL 
QUICK GUIDE: 

STEP 1 –  DOWNLOADING THE APP 

Search and install the Smart Life App on the Google Play Store of App Store or scan a qr code. 

  

Google Play Store Apple App Store 

STEP 2 –  REGISTER AN ACCOUNT  

After the app has installed open up the app. 

You will be greeted with a welcome screen, hit “Sign Up”. 

Read and agree with the “Privacy Policy” & “User Agreement”. 

Enter your email address and hit “Get Verification Code”. 

A verification code will be sent through to the email address you entered, once you have this code enter it into 
the app screen. 

Enter a memorable password that you will use to log into the app. 

Tap “Done” to complete the registration process. 

STEP 3 –  SETTING UP THE GATEWAY 

Once in the app tap the button in the top right-hand corner. 

Tap on Gateway Control in the left-hand menu. 

Tap “Wireless Gateway (Zigbee)”. 

You may have to grant access to the location, Bluetooth and Wi-Fi to connect to your thermostat. 

On the next screen you will be able to choose the Wi-Fi connection that the gateway will be connected too. 

Once you have selected the Wi-Fi network enter the password for this network and click “Next”. 

Plugin and power up the Gateway. 

Long press the power button on the back of the gateway to reset the device. The devices should power down and 

power back up with a solid blue light and a flashing red light. 

Click next in the app. 

Click the corresponding button dependent on how the red light is flashing and follow onscreen instructions. 

Leave the app to scan for the device this may take up to 2 minutes to find and add. 

Once the gateway has been successfully found and added you can rename it by touching the pencil icon, we 

suggest naming it as the property street name & floor number if multiple gateways are in use. If you have more 

than one gateway setup. 

 

 

 

 

STEP 4 –  INSTALLING THE TRV  

If installing onto a pre-existing valve, remove the old TRV head. 

If an adapter is needed, please select the adapter required from those supplied and install it onto your valve body. 

If your thread is M30 * 1.5mm proceed to install the smart TRV head onto the valve body by screwing the nut 

clockwise onto the valve body. Dependent on valve design you may need to remove the circular collet pre-

installed into the smart TRV head. 

Turn the bottom section of the valve head clockwise and lift to remove the casing of the smart TRV head, you may 

need to hold the bottom section of the valve when doing this to stop the unit turning in place. 

Install 2 AA batteries into the unit. 

Replace the casing by aligning the 2 arrows on the bottom section of the casing to the slots on the head, slide 

down and turn counter clockwise to lock in place. 

The screen will show a flashing calendar 

Press  Boost/OK button. 

Turn the TRV dial to set the current hour 

Press  Boost/OK button. 

Turn the TRV dial to set the current minute 

Press  Boost/OK button. 

Turn the TRV dial to set the current day (Monday is 1, Tuesday is 2 etc. ) 

Press  Boost/OK button. 

The screen will show AD (Auto Detection) this is a small procedure that configures the head to the valve and may 

take up to 2 minutes to run and complete. Ensure the head is seated correctly and that the nut is tight. 

Press  Boost/OK button, the number 1 and a radiator will appear on the screen let the program run, it will run 2 

cycles of this. On completion your valve will be ready to connect to your gateway. 

STEP 5 –  CONNECT TO GATEWAY  

Open up the app. 

Click on the gateway you set up in step 3. 

Press “Add subdevice”. 

Long press both the “AUTO”  & “COG” until the Wi-Fi symbol flashes . 

In the App press “LED already blink” button. 

The app will find the smart trv head and add it automatically this may take upto 2 minutes. 

Click “Done. 

You can rename the TRV by pressing the pencil symbol. We recommend renaming it to match the room it is 
installed into for ease of control. 

Click “Done”. 

 

 

 



PRODUCT SPECIFICATIONS: 

Working voltage: 2* AA batteries Size (mm): φ56mm 75mm (Head) 100mm (Overall)  

Temperature Sensor: NTC(10k) 1% Working environment temperature: 0-50℃ 

Range of Temperature: 5 - 35℃ Maximum Valve Travel: 4.5mm 

Control Precision: 0.5℃ Screw thread specification: M30*1.5mm 

DISPLAY 

 

 Network status 

 Battery replacement 

 Temperature 

 Valve state 

 Setting Temperature 

 Boost mode 

 Date/Time setting 

  Holiday mode  

  Program Mode 

   Manual Mode 

  Child lock 

 Open window 

 Comfort mode  

 ECO mode 

BUTTON FUNCTIONS 

Button Functions 

 

1. A short press of this button will switch between automatic and manual modes. 
2. A long press of this button will open the setting menu. 

 

1. A short press of this button will start the boost mode. 
2. When changing setting this button will act as the confirm key. 
3. Long press to lock the valve. 

 

1. A short press of this button switched between Comfort and ECO modes. 
2. A long press of this button will put the unit into a holiday mode 

MODES 

Symbol Mode Description 

 
Programmed Mode 

The thermostat follows the program and heats up according to the set 
times and temperature. 

 
Manual Mode Unit runs at a constant temperature as set by turning the TRV dial 

 
Comfort Mode 

By default, this mode is set to 25℃. To use this mode short press the 

“COG”  button until the sun symbol  is shown. 

 
ECO Mode 

By default, this mode is set to 15℃. To use this mode short press the 

“COG”  button until the moon symbol  is shown. 

MANUAL PROGRAMMING 

As well as a being a smart Wi-Fi controlled TRV you can also set all settings manually however we recommend 

using the app for ease of use. 

DEFAULT HEATING PROGRAM:  

      

Morning Time Leave house Dinner Time Leave House Evening Time Night Time 

6:00 8:00 11:30 13:30 17:00 22:00 

20℃ 15℃ 15℃ 15℃ 20℃ 15℃ 

CHANGING THE TIMER PROGRAM: 

1. Long press the “AUTO”  button to enter advanced settings, the screen with change and a 1 and prog will 

be shown. 

2. Press the  Boost/OK Button, the prog will flash. Turn the head to choose the heating program 5 for 5+2, 6 

for 6+1 or 7 for each day to be programmed the same. 

3. Rotate the TRV dial to firstly set the hour then press the  Boost/OK Button, rotate again to set the minute 

and press the  Boost/OK Button. Rotate the dial to select the temperature require until the next time 

interval starts. Press the  Boost/OK Button to move onto the next time slot. 

4. Repeat step (3) 5 times if you have selected mode 7. 

5. If you have set the unit to mode 5 or 6 you will need to repeat step 3 a further 6 times for the rest day (the 

weekend or the +1 Day). 

HOLIDAY MODE 

The unit has a built-in holiday mode which will override any pre-set programs and values for a set number of days 

to a set temperature: 

1. Long press the “AUTO”  button to enter advanced settings, the screen with change showing a 1 and prog 

will be flashing. 

2. Press the “AUTO”  button repeatedly until the number 3 and the person  are flashing. 

3. Press the  Boost/OK Button, the temperature will flash. To set change the temperature turn the TRV dial 

until the desired temperature is shown. 

4. Press the  Boost/OK Button, the number of holiday days will flash. To set change the desired number of 

days turn the TRV dial until the desired number of days is shown. 

5. Press the  Boost/OK Button to confirm your choices. The person  will now been shown on the screen 

and the valve will run at the set temp for the number of days chosen. 

NOTE: To cancel out of holiday mode early press the “AUTO”  button. 

OPEN WINDOW FUNCTION  

By default, this is function is turned off. This function detects if a window has been opened and turns the radiator 

off. If you would like to enable this mode, please follow the instruction in the advanced setting section. 

 

For further details & in-app instruction please visit www.nova-live.co.uk 


