
KE-SMART03 Thermostat Instruction
1.Basic Instructions:

a)Power supply：AC 230V/50HZ

b)Max heating element： 300-1000W。

c)Temperature range：0～55℃；

d)Temperature setting range：30～70℃；

e)Working mode：Standby mode,Constant temperature mode,2

hour heating mode,4 hour heating mode,6 hour heating mode,8

hour heating mode

f)With memory mode

2.Panel display picture：

3.Status display and operation instructions：

Power on/off button

Timing button

Increase button

Decrease button



4.Mode Operation Instructions:

1) Standby mode

After the controller is powered on,it enters standby mode.In the standby

state,the display screen only flashes a few dots

2) Power on mode: Short press from standby mode get into

power on mode

3) Constant temperature mode

Constant temperature mode

How to get into this mode
In Standby mode short press get

into constant temperature mode

Default temperature 30℃ or last time setting temperature

Temperature range 30～70℃

Adjust button
increase decrease

Adjust temperature 5℃

Heating work
When heating,the temperature value

flashes,when not heating,the temperature
value remains constantly on

On Constant temperature mode can short press button can get into

time heating mode.



4) Timing heating mode

There have 2H,4H,6H,8H timing heating mode can be adjust

Timing heating mode

How to get into this mode
In Standby mode or Constant temperature mode short press

get into timing heating mode

Default time 2H

Time range 2H,4H,6H,8H

Screen display

Adjust button

Heating work When the timer mode ends, the device returns to standby mode

5) Shut down mode： Short press from power on mode get into

power off mode

5. Exception code description:

Phenomenon Instruct

Temperature sensor open circuit or lower than 0℃ Display Er

Temperature sensor short circuit or over 85℃ Display Er


